
11821 Pico Boulevard 
Los Angeles 6U, California 


SELECTRIC TYPEWRITER ELEMENTS . . 


CHARACTER CHANGES FOR IBM 



Camwil Inc. offers two methods for the modification of IBM Selectric elements: 

1. Spot Changes - Recommended for a minimum quantity of changes and elements. 
This service is performed on an IBM element and consists of the installation 
of specific characters molded by Camwil to customer requirements. A 
metallic coating is applied by the Camwil Metahese process to form a tough, 
long wearing surface bond over the entire element. The replacement 
characters are guaranteed for the life of the element. 

2. Molded Elements - Economically preferable for requirements involving 
numerous changes and/or large quantities of elements. New spheres are 
prepared with any required assortment of characters molded in. The elements 
are molded of a shatter-proof plastic and coated by the Metahese process to 
provide a durable, attractive finish. 

Characters and elements produced by Camwil provide clear, accurate print and are 
guaranteed to give satisfactory service. 

For price and delivery quotations, please contact: 


CAMWIL INC. 


11821 Pico Boulevard 
Los Angeles 6U, California 


Phone: 213 GR396U8 
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11821 WEST PICO BOULEVARD 
LOS ANGELES, CALIFORNIA 90064 
Phone 473-9648 


FRICE LIST 


6 October 1961). 


for 

SPECIAL TYPING ELEMENTS 


1* Spot Changes - $3l)*00, one change, one element 

12*00 each additional change 

Delivery depends on specific requirements 
and varies from one to three weeks. 


2* Molded Elements - $100.00 basic set-up charge. 

25.00 each standard character 
31.00 each element produced 

The first two charges are non-recurring for 
any given set of specifications. 

Delivery, six to eight weeks for first 
element. 


Note: There is a one-time art work charge of $50.00 for any 
special character, i.e., company logo, proprietary 
symbols, etc. 







